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1794737408
CITY OF MORGANTON

220 Catawba Meadows Dr.

1794737408
CITY OF MORGANTON

220 Catawba Meadows Dr.

1794518195
MCW INV LLC

826 N. Green St.

1794532183
McMahon, Mark A

180 Bost Rd

1794306988
BDF PROPERTIES, LLC

1020 N. Green St.

1794218321
WITHAWD, LLC

115 St. Mary's Church Rd.

1794310716
Historic Burke Foundation
119 St. Mary's Church Rd.

1794316795
Christopher Jacob Coffey

Bost Rd.

1794320209
Burke County Fair, Inc.
St. Mary's Church Rd.
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184.38 LF of
8" PVC

105.39 LF of
8" PVC

N16° 06' 34"W

N73° 33' 39"E

N6° 41' 30"E

83.00 LF of
8" PVC

MH 12 - BOLT DOWN LID
STA:22+51.20

N:741314.86
E:1193343.78

MH 17
STA:29+23.73
N:740772.02
E:1193162.88

MH15
STA:27+19.90

N:740914.84
E:1193298.55

MH14
STA:25+35.52
N:741097.96
E:1193320.04

N29° 08' 59"E

29+24
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EXISTING SEWER TO REMAIN
IN PLACE AND IN SERVICE
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CONCRETE PAD

ASPHALT PARKING LOT

ST. MARY'S CHURCH RD. S.R.1414

NO NCDOT RIGHT-OF-WAY
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W
AY

25' TEMPORARY
CONSTRUCTION EASEMENT

25' PUBLIC SANITARY
SEWER EASEMENT

CAUTION: UTILITY CROSSING.
SEE NOTES.

NOTES:
1. FIELD VERIFY ELEVATION OF EXISTING UTILITIES BY

POTHOLING PRIOR TO CONSTRUCTION. PROTECT IN
PLACE.  COORDINATE AND COMPLY WITH CROSSING AND
INSPECTION REQUIREMENTS WITH UTILITY COMPANY

2. UTILITY CROSSINGS SHOWN AT ASSUMED ELEVATIONS
3. CAUTION: WORK AREA INCLUDES OVERHEAD ELECTRIC

LINES
4. ROADWAY BORE NOTE: CONTRACTOR SHALL PROVIDE

SHORING FOR ALL PITS ALONG ROADWAYS PER
SPECIFICATIONS

5. ALL 8" PVC GRAVITY SEWER PIPE SHALL BE ASTM D3034
PER SPECIFICATION 33 05 05.03

6. CONTRACTOR SHALL PROVIDE APPROPRIATE TRANSITION
FITTINGS FOR CHANGES IN PIPE MATERIAL

PROTECT DOWN GUY ANCHOR IN
PLACE, BRACE UTILITY POLE
DURING EXCAVATION AS
NECESSARY.  COORDINATE WITH
ELECTRICAL UTILITY

UNDERGROUND TELEPHONE CROSSINGS
STA = 23+01.93, 23+03.53, 23+04.93, 23+10.70, 23+53.38

5.2'

M
ATC

H
LIN

E STA 20+50, SH
EET C

2.2

3.9'

ST. MARY'S
CHURCH RD

 STA = 22+71.21
UNDERGROUND

TELEPHONE CROSSING
STA = 22+75.04

GAS CROSSING

STA = 22+80.12
6" PVC WATER

CROSSING

STA = 27+07.64
STORM CROSSING

6" PVC

60 LF 24" STEEL CASING
D.O.T. - .250"

1794218321
WITHAWD, LLC

115 St. Mary's Church Rd.

36'x12'
LAUNCH PIT

(APPROXIMATE)

10'x10' RECEIVING
PIT (APPROXIMATE)

RECEIVING PIT
10'x10'x11'

(APPROXIMATE)

LAUNCH PIT
36'x12'x14'
(APPROXIMATE)

94°

EXISTING SIGN

EXISTING GRAVEL
DRIVEWAY. REPAIR AT

COMPLETION OF WORK

EXISTING 8" PVC SEWER TO REMAIN
IN PLACE AND IN SERVICE

DITCH

EXISTING GRADE

EXISTING MH

DITCH

CAUTION: STORM
CROSSING. SEE NOTES.

BRACE UTILITY POLE DURING
EXCAVATION AS NECESSARY.
COORDINATE WITH ELECTRICAL
UTILITY

APPARENT ROW

B1

2 PLAN VIEW

1" = 4' VERT.1 PROFILE VIEW

90°

157°

128°

12.5'

PROTECT DOWN GUY ANCHOR IN
PLACE, BRACE UTILITY POLE
DURING EXCAVATION AS
NECESSARY.  COORDINATE WITH
ELECTRICAL UTILITY

25.0'

50
.0

'

25.0'

EXISTING LINE TO BE
ABANDONED IN PLACE.
GROUT PIPE BETWEEN
EX MH AND MH 17

150°

93°

CONNECT NEW SEWER TO EXISTING SEWER
USING CAST-IN-PLACE MANHOLE BASE AND
PRECAST MANHOLE UPPER SECTIONS

12.5'
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AY
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NOTES:

1. PROJECT IS LOCATED WITHIN THE CATAWBA RIVER BASIN,
WS-IV CLASSIFICATION.

2. LIMITS OF DISTURBANCE ARE OUTLINED BY TEMPORARY,
PERMANENT, AND ACCESS EASEMENT LINE TYPES.

3. THE GRAY HATCHED AREA IN THE PLAN REPRESENT THE
FULL LIMITS OF DISTURBANCE FOR THIS PROJECT

4. IF ADDITIONAL AREAS OUTSIDE THE EXISTING LIMITS OF
DISTURBANCE ARE REQUIRED BY THE CONTRACTOR, A
PLAN SHOWING THE REVISED LIMITS OF DISTURBANCE
MUST BE SUBMITTED TO NC DEQ REGIONAL OFFICE FOR
REVIEW AND APPROVAL.

5. ADDITIONAL AREAS OUTSIDE THE EXISTING ACCESS
ROADS MUST BE SUBMITTED TO NC DEQ REGIONAL OFFICE
FOR REVIEW AND APPROVAL.

6. ALL LAYDOWN YARDS AND AREAS USED FOR STOCKPILE
OR SPOIL STORAGE MUST BE ENCLOSED BY A
TEMPORARY SILT FENCE.

HATCHING SHOWS LIMITS
OF DISTURBANCE
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EROSION CONTROL LEGEND
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Proposed Sediment
Silt sack
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Notes

1. Polyacrylamides (PAM) shall be used to reduce turbidity and suspended solids
whenver a sediment trap, basin, pit, hole or building foundation is being pumped
out to remove sediment laden water. This activity must be inspected and
approved by the regional erosion control inspector.

2. Use Double Row Silt Fence along creeks and wetlands.
3. Silt fence around bore pits, see detail 3 Sheet CE3.4
4. A ground cover sufficient to restrain accelerated erosion must be provided within

7-14 calendar days of the date of last land-disturbing activity on any portion of
the project. See seeding details on Sheet CE3.1.

5. All diversion ditches and interior basin slopes must be matted. See detail 30.20
on Sheet CE3.2.

6. Stockpile material for trenches will be placed upslope of the excavation to be
promptly backfilled into trenches. Trenches to be stabilized same day for linear
pipe work. All work in creeks and streams must be completed in the dry. Please
see Detail 30.13 on Sheet CE3.2, Detail 4 on Sheet CE3.5, and  Specification 31
23 19 for dewatering requirements.

7. Any trees designated for protection and any other trees outside easements
damaged by contractor shall be replaced as required by the City of Morganton.
Contractor to coordinate with Owner if more than 6 trees are to be removed in
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PERENNIAL STREAM

TEMPORARY STREAM CROSSING PER DETAIL 3.
STABILIZE STREAM BANKS PER DETAIL 218. RIP RAP
SHALL BE REMOVED AND AREA RESTORED AFTER
CROSSING IS COMPLETE. ALL WORK MUST BE
COMPLETED IN THE DRY, SEE NOTE 6.

SILT FENCE OUTLET (TYP).
SEE DETAIL SHEET CE3.2

100-YR FLOODPLAIN

BOST RD. S.R. 141960' RIGHT-OF-WAY

1794320209
Burke County Fair, Inc.
St. Mary's Church Rd.

1794316795
Christopher Jacob Coffey

Bost Rd.
1794411011

Oriole Drive Inc.
113 Bost Rd.

M
ATC

H
LIN

E STA 10+50, TH
IS SH

EET

MATCHLINE STA 10+50,

THIS SHEET

M
ATC

H
LIN

E STA 18+00, TH
IS SH

EET

MATCHLINE STA 18+00,

THIS SHEET

STONE OUTLET (TYP)

STONE OUTLET (TYP)

EX. STORM DITCH

EX. STORM DITCH

EX. STORM DITCH

EX. STORM DITCH

EX. STORM DITCH

EX. GRAVEL DRIVE

CONSTRUCTION ACCESS
SEE SHEET CE2.5

TEMPORARY CONSTRUCTION
LAYDOWN YARD AND

STOCKPILE LOCATION

1794306988
BDF PROPERTIES, LLC

1020 N. Green St.

1794518195
MCW INV LLC

826 N. Green St.

1794306988
BDF PROPERTIES, LLC

1020 N. Green St.

1794218321
WITHAWD, LLC

115 St. Mary's Church Rd.

PROPOSED
PROPERTY LINE

PROPOSED
FENCE LINE

CONSTRUCTION ACCESS
SEE SHEET CE2.5

TRENCHLESS
CROSSING OF BOST

RD. SEE CIVIL SHEETS

SILT FENCE OUTLET (TYP).
SEE DETAIL SHEET CE3.2

NCDOT DRAINAGE
EASEMENT

NCDOT DRAINAGE
EASEMENT

NCDOT DRAINAGE
EASEMENT

EMERGENT WETLANDS
IN STORM DITCH

BORE
LAUNCH PIT

BORE
RECEIVING PIT

SILT FENCE OUTLET (TYP).
SEE DETAIL SHEET C3.2

DOUBLE ROW
SILT FENCE

TEMPORARY STREAM CROSSING PER DETAIL 3.
STABILIZE STREAM BANKS PER DETAIL 218. RIP RAP
SHALL BE REMOVED AND AREA RESTORED AFTER
CROSSING IS COMPLETE. ALL WORK MUST BE
COMPLETED IN THE DRY, SEE NOTE 6.

SILT SACK INLET
PROTECTION (TYP).
SEE DETAIL 30.15 SHEET CE3.5

CATCH BASIN INLET
PROTECTION (TYP).

SEE DETAIL 30.09 SHEET CE3.5

PIPE
SEDIMENT TRAP
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1. Polyacrylamides (PAM) shall be used to reduce turbidity and suspended solids
whenver a sediment trap, basin, pit, hole or building foundation is being pumped
out to remove sediment laden water. This activity must be inspected and
approved by the regional erosion control inspector.

2. Use Double Row Silt Fence along creeks and wetlands.
3. Silt fence around bore pits, see detail 3 Sheet CE3.4
4. A ground cover sufficient to restrain accelerated erosion must be provided within

7-14 calendar days of the date of last land-disturbing activity on any portion of
the project. See seeding details on Sheet CE3.1.

5. All diversion ditches and interior basin slopes must be matted. See detail 30.20
on Sheet CE3.2.

6. Stockpile material for trenches will be placed upslope of the excavation to be
promptly backfilled into trenches. Trenches to be stabilized same day for linear
pipe work. All work in creeks and streams must be completed in the dry. Please
see Detail 30.13 on Sheet CE3.2, Detail 4 on Sheet CE3.5, and  Specification 31
23 19 for dewatering requirements.

7. Any trees designated for protection and any other trees outside easements
damaged by contractor shall be replaced as required by the City of Morganton.
Contractor to coordinate with Owner if more than 6 trees are to be removed in
the Catawba Meadows Park easement.
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Notes

1. Polyacrylamides (PAM) shall be used to reduce turbidity and suspended solids
whenver a sediment trap, basin, pit, hole or building foundation is being pumped
out to remove sediment laden water. This activity must be inspected and
approved by the regional erosion control inspector.

2. Use Double Row Silt Fence along creeks and wetlands.
3. Silt fence around bore pits, see detail 3 Sheet CE3.4
4. A ground cover sufficient to restrain accelerated erosion must be provided within

7-14 calendar days of the date of last land-disturbing activity on any portion of
the project. See seeding details on Sheet CE3.1.

5. All diversion ditches and interior basin slopes must be matted. See detail 30.20
on Sheet CE3.2.

6. Stockpile material for trenches will be placed upslope of the excavation to be
promptly backfilled into trenches. Trenches to be stabilized same day for linear
pipe work. All work in creeks and streams must be completed in the dry. Please
see Detail 30.13 on Sheet CE3.2, Detail 4 on Sheet CE3.5, and  Specification 31
23 19 for dewatering requirements.

7. Any trees designated for protection and any other trees outside easements
damaged by contractor shall be replaced as required by the City of Morganton.
Contractor to coordinate with Owner if more than 6 trees are to be removed in
the Catawba Meadows Park easement.
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TREE PROTECTION
FENCE (TYP.). SEE

DETAIL SHEET CE3.4
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DETAIL SHEET CE3.2
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Notes

1. Polyacrylamides (PAM) shall be used to reduce turbidity and suspended solids
whenver a sediment trap, basin, pit, hole or building foundation is being pumped
out to remove sediment laden water. This activity must be inspected and
approved by the regional erosion control inspector.

2. Use Double Row Silt Fence along creeks and wetlands.
3. Silt fence around bore pits, see detail 3 Sheet CE3.4
4. A ground cover sufficient to restrain accelerated erosion must be provided within

7-14 calendar days of the date of last land-disturbing activity on any portion of
the project. See seeding details on Sheet CE3.1.

5. All diversion ditches and interior basin slopes must be matted. See detail 30.20
on Sheet CE3.2.

6. Stockpile material for trenches will be placed upslope of the excavation to be
promptly backfilled into trenches. Trenches to be stabilized same day for linear
pipe work. All work in creeks and streams must be completed in the dry. Please
see Detail 30.13 on Sheet CE3.2, Detail 4 on Sheet CE3.5, and  Specification 31
23 19 for dewatering requirements.

7. Any trees designated for protection and any other trees outside easements
damaged by contractor shall be replaced as required by the City of Morganton.
Contractor to coordinate with Owner if more than 6 trees are to be removed in
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ACCESS DRIVE NOTES:
1. TEMPORARY CONSTRUCTION ACCESS DRIVE TO

REMAIN AT END OF PROJECT AND TRANSFERRED TO
PROPERTY OWNER.

2. PERMANENT ACCESS DRIVE TO BE INSTALLED AND
MAINTAINED BY CITY OF MORGANTON. DRIVEWAY
PERMIT TO BE ACQUIRED.

3. ACCESS LIMITED TO THE CONSTRUCTION ACCESS. IF
CONTRACTOR WISHES TO USE THE EXISTING DRIVE
THEY MUST SUBMIT DETAIL FOR SEDIMENT TRACK AND
OBTAIN PRIOR APPROVAL FROM ENGINEER.

4. DO NOT IMPACT ANY WETLANDS OUTSIDE OF THE
LIMIT OF DISTURBANCE

LIFT STATION SITE PLAN

TEMPORARY CONSTRUCTION
LAYDOWN YARD AND

STOCKPILE LOCATION

PROPOSED
DRIVEWAY. TIE INTO
EXISTING CONCRETE
APRON.

RIGHT-OF-WAY

PROPOSED
PROPERTY LINE

DITCH 1. SEE CE3.2 FOR
MATTING DETAILS.

ROADSIDE DITCH
MAT DITCH WITH NORTH

AMERICAN GREEN C125 OR
APPROVED EQUIVALENT

INV IN: 1012.5 FT

INV OUT: 1012.0 FT

24 LF 18" RCP
CLASS IV

48 LF 48" RCP
Class III

INV. IN: 1010.2 FT

INV. OUT: 1009.7 FT

PROPOSED CONTOUR
LINES (TYP)

EXISTING CONTOUR
LINES (TYP)

DITCH 2. SEE CE3.2 FOR
MATTING DETAILS.

PROPOSED
FENCE LINE

TEMPORARY CONSTRUCTION
LAYDOWN YARD AND

STOCKPILE LOCATION

TEMPORARY CONSTRUCTION
ACCESS DRIVE. SEE NOTE 1

EXISTING
DRIVEWAY APRON

5 10 20 30 400

Scale:  1" = 10'
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Scale:  1" = 40'

PERMANENT ACCESS DRIVE.
SEE NOTE 2.

TEMPORARY CONSTRUCTION
LAYDOWN YARD

SPOT ELEVATION
(TYP)
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BORE
LAUNCH PIT

BORE
RECEIVING PIT BORE

LAUNCH PIT

BORE
LAUNCH PIT

ROCK CHECK DAM (TYP).
SEE DETAIL 30.10C ON

SHEET CE3.2.

ROCK CHECK DAM (TYP).
SEE DETAIL 30.10C ON

SHEET CE3.2.

CLASS I RIP RAP
NCDOT STD. 876.02

DOUBLE ROW SILT FENCE
ADJACENT TO WETLANDS.

SEE DETAIL SHEET CE3.2

TEMPORARY
STREAM CROSSING

PER DETAIL 3.
STABILIZE STREAM
BANKS PER DETAIL
218. RIP RAP SHALL

BE REMOVED AND
AREA RESTORED

AFTER CROSSING IS
COMPLETE. ALL
WORK MUST BE

COMPLETED IN THE
DRY, SEE NOTE 6.
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ACCESS TURNAROUND TO BE CREATED
FROM REMOVED STONE UPON EXECUTION

OF PLANTING PLAN. CONTRACTOR TO
COORDINATE PLAN WITH OWNER

3

3
Ad

de
d 

pe
rm

an
en

t a
nd

 te
m

p.
 e

as
em

en
t

7/
3/

23
D

M
M

SK
D

SK
D

2023.07.03 12:16:12-05'00'


	Sheets and Views
	Site Plan Exhibit

	Sheets and Views
	20+50-N Green St

	Sheets and Views
	Access Drives


